STORM WATER POLLUTION PREVENTION PLAN

Routet FAP 662 Marked: IL 4
Section: 2-2(RS) & 3-1, 2(RS-10, TS-5) ProjJect No.: SITE DESCRIPTION
County:  SANGAMON Contract No.: 72889 Descriptlion of Constructlion Actlivity:
1. The project consists of patching and resurfocin? IL 4/Veterans Parkway,
reconstructing the Southwest Plazag Dr Intersectlion to accomodate dual” left
Turn ;ongs Igom ﬁBP{L 4lge¥eron? P$FTY?y’ !ncreas}?g storage In the right turn
This plan has been prepared to comply with the provision of the NPDES Permi+ Number 5?320.2, outhwes oza Drive, Installing guordrall, and modernizing traffic
ILR10O Issued by the [llInols Environmental Protection Agency for storm water 2. Constructi Ists of grading, HMA resurfac lao] te should
. onstruction consis u ng, placing aggregate shoulders
dlscharges from constructlon slte actlvitles. Gnd other misce!ioneous work to complete. Improvements o The srososed roadways.

I certify under penalty of law that this document and all ottachments were prepared under my
directlion or supervision In accordance with a system designed to assure that quallified
personne! gathered and evaluated the Informatlion submitted. Based on my Inquire of the
person or persons who monage the system, or those persons dlirectly responsible for gathering
the Informotion submitted, 1s, to the best of my knowiedge and belief, true, accurate, and
complete. 1 am aware that there are significant penalties for submitting false Information,
Including the possibillty of fine and Imprisonment for knowing vicliatlons.

Description of Intended Sequence of Major Constructlion Activities Which Will Disturb Eorth and
Lead to Possible Erosion for Major Portions of the Construction Sites

1. Excavation will be completed at the Southwest Plaza Drive intersection to grade
out for the proposed roadway ditches.

2. Dralnage structures will be installed during the construction of the excavation to

¥ A % , LQ/ Zﬁwg provide proper dralnoge.

({ Signature) (Date) 3. Embankment will be placed to wlden shoulders at proposed guardrall locatlions.
. P 4. Placement, malntenance, remova! and proper clean-up of temporary erosion
control, such gs erosion controi fence, temporary dltch checks, ” Inlet and pipe
e DG, protection, and temporary seeding.
tftier J
Note: The above boxed in area will be filled out by IDOT - Construction after the oword of the Area of Construction Site:

contract fo obtaln the required NPDES permit, The total area of the construction site is estimoted to be approx. 210 acres

The following plan was established and inciuded in these plans to direct the Contractor in the In-which 1.3 acres will be disturbed by excavation, grading or other actlivitles.

placement of temporory erosion control systems ond to provide a storm water poliution
prevention plan for compllance under NPDES. The Contractor shall ablide to all requirements
within this plan as part of the contract.

The purpose of this plan is to prevent / minimlize siitatlon within the construction zome and to
eliminaote sediments from entering and leaving the construction zone by utllizing proper
temporary eroslon control systems ond providing ground cover within a reasonable time.

Certain ltems, as shown in this plan and referenced by the legend, shall be placed by

the Contractor at the beginning of constructlon. Other Items shall be placed by the Contractor as
directed by the Engineer on a case by case situation resulting from the Contractor’s sequence

of activities, time of the year, and expected weather condltions.

The Contractor shall place permanent erosion control systems and seeding within o reasonable : Dralnage Tributories Recelving Woter from this Construction Site:
amount of time; therefore, reducing the amount of area being open to the possibility of erosion
and reducing the cmount of temporary eroslion conirol systems ond temporary seeding. The LICK CREEK
Resident Englineer will determine [f temporary eroslion control systems shown In the plon can be

deleted, the size of the proposed ditch checks, the proper method of installation, aond if any

additiona!l temporaory eroslon control systems shall be added which are not Included In this plan.

The Controctor shall perform all work as directed by the Engineer and as shown In special

details ond In Stondord 280001 of the plans.

The special provisions Temporary Seeding, Temporary Erosion Control Seeding, and
Temporory Eroston Control additlionally supplement this plan.

All disturbed areas having high potential for erosion, as determined by the Engineer,
shall be tempororily seeded or permonently seeded by October 1st of each construction year aond
shall not be reopened unti!l after the winter shutdown perlod.
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